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¢ Firmware Download

e Send and query SBPL command

e True Type Font Download
(Expanded Memory)

e Graphics Download

e Send and query printer commands

e Bitmap Font Download
(Internal Memory)

¢ |Initiate Test Prints or restart printer

e Printer Display Customization for CLNX O —
anm nexwan H WL R R e

MW XN D S 4 MO0 DS N 45 4D &) QEMNSATO AMERICA

LU o

e Support for export NFC configuration
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Organize 2 Connect Control

Use the graphical treeview Link to supported printer(s) Configure/control any SATO
structure to organize via Auto-Discover or via printer regardless of its
connected printers into manual entry. location within your

groups using custom folders organization.

& display names.

www.QLC-Labeling.com
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SATO's All-In-One printer management utility allows users to seamlessly
configure SATO products across a system-wide infrastructure. Whether the

printer is connected, parallel, serial, USB, Ethernet or wirelessly, the All-In-One .
Tool gives you the access to local or networked SATO printers so that you can
easily configure them to meet your needs. All you'll need is any Windows PC New Pinter Information

one stop configuration tool. s

connected to your network or any standalone Windows PC environment for this ' Printer Name [S84ex 203dpi |
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¢ Download printer specific settings and firmware - Either to a single printer or £ et Pk
system wide broadcast to similar printer types.
¢ Download custom fonts and graphics to printer memory - Enhancing throughput oK Cancel

and optimizing print strings.

e Diagnose and download custom commands and view printer responses - Helping debug

and speed up custom software development for # SATO All-In-One Tool =R
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Printer Name : S84-ex 203 dpi
Model : S84-ex Series

IP Address : 192.10.2.10

Mac Address : 00:00:00:00:00:00

5 =Y Firmware Version -
Supported Printers*
e CG2/ CG4 Series e Gl4e Series e M10e e S84 Series
e CLANX / CL6NX Series e GT4e Series e M84SE Series e S84-ex / S86-ex
e Cl4e / ClLbe Series e GY4 Series e M84 Pro Series e TG3 Series
e CT4i Series e | M4 Series e MB2i / MB4i e TH2
e FX3-LX e | T408 e PW208 / PW208m Series  Some features might not be

available for all printers.

System Requirements

e A computer running Windows® operating systems: Windows Server 2008 R2, Windows 7, Windows 8, Windows
8.1, Windows Server 2012, Windows Server 2012 R2, Windows 10, Windows Server 2016.
Installed .NET Framework 4.5 (or higher version)

* At least one supported SATO printer model that can connect to the computer running All-In-One-Tool

e Supported Interfaces: LAN, RS232c, IEEE1284 Parallel Port, USB
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